FOIL JACKET
SOLAR TANK
HT 300 ERMR -125
HT400 ERMR-125
HT500 ERMR-125
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FOLIL JACKET SOLAR TANK
HT ERMR-125

the Ht erMr-125 series of solar hot water storage tanks are equipped with two large-area pipe ar -
rays for bivalent domestic water heating. the particular advantage of this tank is that it allows for easy
installation of two-string solar pump groups with a centre-to-centre spacing of 125 mm between the
solar supply and return with the expansion tank positioned directly next to the hot water tank.

g - FEATURES

m ready for installation of pump groups
(centre-to-centre spacing 125 mm)

m |arge heat exchanger surfaces

= Welded high-performance straight pipe array
(not susceptible to limescale)

= enamelling and Mg anode comply with Din 4753 t3
and t6

® High-quality Pu insulation, 50 mm

® upward facing hot water outlet guarantees full venting

m Factory-mounted thermometer, dummy flange and
flange insulating cover

m all storage tanks include 1% screw-in sleeve
(factory-sealed, can be retrofitted with sH-series screw-
in heater)

= Variable sensor positioning (sensor channel)

m included foil jacket available in 3 different colours (redu-
ced stock inventory)

= Height-adjustable feet (included)

expansion tank can be attached directly to the tank

ACCRSSORIES

® Pump group a40446 or a40447

Thermometer T

el fler

= Mounting kit for pump group a40452
m expansion tank a40405
m screw-in heater sH

VI = supply HW = Hot water ® impressed current anode

= return ¢ = circulation

cW = cold water eH = installation heating

- Heat ex- -
Dimensions in mm Heatex- | ger | Dia- |y . |Radiation| ., |NL-number
changer 4 Weight + | IDS? | according
Model B c E F G | / jcapacitvgjiaonaliieys alug mm | to DIN 4708
upper. lupper/ height 9 | kWh/24h
lower m? lower upper/lower

LRSS ER PISlN 1797 | 600 | 886 | 986 | 1346 305 | 840 | 790 | 920 | 0,93/1,42 | 5,9/9,1 |1860| 132 2,3 520 | 1,8/7,5
LU= ISl 1832 | 670 | 885 | 985 |1345| 345 | 835 | 785 | 915 | 0,93/1,81|5,9/11,7 [1930| 159 2,5 590 3/11
UL ST R PR 1838 | 750 | 905 | 1005 1275| 370 | 860 | 810 | 940 | 0,96/1,98 | 6,2/12,8 |1965| 173 2,8 670 | 3,7/15

' According to EN 12897 2 Installation depth of heater sleeve for SH heating
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